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Einstellanleitung für Dooya Funksender I Adjustment instructions for Dooya radio transmitter
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Note: The factory default mode is Bi-directional mode.

Solix / Solix Fix - Radio transmitter Uni-directinal* / Bi-directional Mode Switch

P2

P2
OPEN        CLO

SE

DD1600H / DD1602H DD1670H / DD1672H

99-1416 / 99-1417 99-1418 / 99-1419

Emitter without battery

Hold P2 button and install the battery LED flashes once
or Display shows “1“

LED flashes twice
or Display shows “2“

Uni-directional mode 

Bi-directional mode

or

Hinweis: Die Sender werden Werkseitig im Modus Bi-direktional ausgeliefert. 

Solix / Solix Fix - Funksender Umstellung Uni-direktional* / Bi-direktional

P2

P2
OPEN        CLO

SE

DD1600H / DD1602H DD1670H / DD1672H

99-1416 / 99-1417 99-1418 / 99-1419

Batterie aus 
Sender entfernen

P2 Taste gedrückt halten und Batterie wieder einlegen LED blinkt 1 mal
oder Display zeigt “1“

LED blinkt 2 mal
oder Display zeigt “2“

Uni-direktionales 
Funkprotokoll

Bi-direktionales 
Funkprotokoll

oder

* bis Produktionsdatum 07/2022 Uni-direktional
   ab Produktionsdatum 07/2022 Bi-direktional

* up to production date 07/2022 uni-directional
   from production date 07/2022 bi-directional


